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Executive Summary 
The Texas Commission on Environmental Quality (TCEQ) conducts a water body assessment on a biennial 
basis to satisfy requirements of the federal Clean Water Act (CWA) Sections 305(b) and 303(d). The 
resulting Texas Integrated Report of Surface Water Quality (Texas Integrated Report) describes the status 
of water bodies throughout Texas. The most recent report, the 2024 Texas Integrated Report, includes an 
assessment of water quality data collected from December 1, 2015, to November 30, 2022 (TCEQ, 2024). 

The Texas Integrated Report assesses water bodies at the assessment unit (AU) level. An AU is a sub-area 
of a segment, defined as the smallest geographic area of use support reported in the assessment (TCEQ, 
2024). Each AU has homogeneous chemical, physical, and hydrological characteristics, which allows 
assignment of site-specific standards (TCEQ, 2022). Each water body is assigned a segment identification 
number and an AU designation.  

Deer Creek and Pond Creek are located within the larger Brazos River Basin. Deer Creek begins west of the 
unincorporated community of Chilton and flows east to its confluence with the Brazos River within Falls 
County. Pond Creek begins northwest of the unincorporated community of Belfalls and flows southeast to 
the Brazos River in Milam County. AUs within both watersheds are listed as impaired in the Texas 
Integrated Report (TCEQ, 2024). This report will focus on the impaired AUs on Deer Creek (1242J_01) and 
Pond Creek (1242F_01). 

Water quality in these creeks as reported in the Texas Integrated Report currently exceeds primary 
recreational use standards for bacteria concentrations (TCEQ, 2024). Deer Creek was first listed in the 2006 
Texas Integrated Report (TCEQ, 2006) and an AU of Pond Creek was designated impaired in 2010 (TCEQ, 
2010). In the 2024 report, the Escherichia coli (E. coli) geometric means for these creeks ranged from 
approximately 187 to 242 most probable number (MPN) /100 mL, which is above the applicable water 
quality primary contact recreation standards of 126 MPN/100 mL in place for the tributaries (TCEQ, 2024).  

Under the Texas State Soil and Water Conservation Board (TSSWCB) the Brazos River Authority (BRA) 
conducted a recreational use attainability analysis (RUAA) in 2013. The results of the RUAA confirmed the 
primary contact recreational use classification for both Deer and Pond Creeks (TCEQ, 2013). The RUAA 
conducted by BRA was an initial step to determine the appropriate approach to addressing these water 
quality impairments. An additional step to addressing water quality impairments is the development of a 
watershed protection plan, which was initiated in December 2025 as the Deer and Pond Creek Watershed 
Protection Planning Process (TSSWCB project #25-03). 

It was necessary to supplement water quality and quantity data collection to fill data gaps and to inform 
future watershed planning and implementation activities. Additionally, expanded data collection allows 
for a more accurate assessment of each waterbodies’ condition and aids in identifying potential causes 
and sources of pollution. Each of these actions requires a reasonable amount of water quality data to 
assess current conditions and estimate pollutant loading reductions necessary to meet applicable water 
quality standards.  

This project increased the spatial and temporal distribution of water quality monitoring activity to better 
define in-stream water quality conditions. This provides an increase in the quantity of water quality data 
available to assist watershed managers in developing a true assessment of water quality inhibitors. 
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Figure 1: Overview of impaired segments of Deer and Pond creeks within the larger Brazos River Basin. Shows active SWQM 
stations used in this project. 

Project Description 
Throughout this project, routine water quality monitoring was conducted with a focus on E. coli 
concentration data. Data was collected monthly for 22 months at four sites; TCEQ monitoring stations 
11723 and 18644 in Deer Creek, and 22204 and 16406 in Pond Creek, resulting in 80 total samples (Figure 
1). The bridge crossing at Hwy 77 used to access station 18644 was damaged in June 2024 (Figure 2) and 
was under construction, making the site inaccessible for sampling from November 2024 through June 
2025. Station 18644 was also dry in October 2024, and therefore no samples could be collected (Table 2). 
The project quality assurance project plan (QAPP) fully outlines all sampling procedures, methods, 
sampling sites, and planned project activities. Monthly sampling included routine field parameters and E. 
coli grab samples to sufficiently fill data gaps, thus enabling future water quality assessments and 
watershed analysis. In addition, monthly streamflow measurements were collected at both Pond Creek 
sites.  

Water quality and instantaneous flow data were uploaded to the TCEQ surface water quality monitoring 
information system (SWQMIS). A summary of collected data, water quality findings, and trends are 
included in this final project report to provide an informational basis for any future work conducted in 
these watersheds. 
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Figure 2: Storm damage to Highway 77 bridge crossing at Deer Creek. Photo by Ed Rhodes. 

 

Station 11723, Deer Creek at SH 320 
This surface water quality monitoring (SWQM) station is located on AU 1242J_01 immediately 
downstream of SH 320, west of Marlin. Deer Creek is categorized as impaired due to elevated bacteria.  

Station 18644, Deer Creek at US 77 
This SWQM station is located on AU 1242J_01, immediately downstream of US 77, south of Chilton and 
1.2 km upstream of the wastewater treatment plant permit WQ0010811-001 outfall. Deer Creek is 
categorized as impaired due to elevated bacteria.  

Station 16406, Pond Creek at FM 2027 4.0 Kilometers South of Baileyville 
This SWQM station is located on Segment 1242F_01, 4 km south of Baileyville. Pond Creek is categorized 
as impaired due to elevated bacteria. 

Station 22204, Pond Creek Upstream of SH 53 Bridge 2.7 Kilometers West of the City of 
Rosebud 
This SWQM station is located on Segment 1242F_01, 30 m upstream of the SH 53 bridge, 2.7 km west of 
the city of Rosebud. Pond Creek is categorized as impaired due to elevated bacteria. 

Task 1: Project Administration 
Texas Water Resources Institute (TWRI) has effectively administered, coordinated, and monitored all work 
performed under this project including technical and financial supervision and preparation of status 
reports. 
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Subtask 1.1: QPRs 
To track project progress, TWRI submitted quarterly progress reports (QPRs) to TSSWCB. QPRs contained 
an overview of project activities completed during each quarter, an overview of activities to be completed 
in the next quarter, and highlighted related issues or problems associated with the project. The QPRs were 
submitted by the 1st of December, March, June, and September and distributed to all Project Partners. 

Subtask 1.2: Reimbursement Forms 
TWRI provided financial supervision to ensure tasks and deliverables were acceptable and completed 
within budget. Financial supervision consisted of submitting appropriate reimbursement forms at least 
quarterly to TSSWCB and submitting necessary budget revisions. 

Subtask 1.3: Project Coordination 
TWRI hosted quarterly coordination meetings or conference calls with Project Partners to discuss project 
activities, the project schedule, communication needs, deliverables, and other requirements. TWRI 
developed lists of action items needed following each project coordination meeting and distributed them 
to project personnel. 

Subtask 1.4: Final Report 
TWRI developed this Final Report that summarizes activities completed during the duration of the project 
as well as the conclusions reached. The Final Report also discusses the extent to which the project goals 
and measures of success were achieved. 

Task 2: Quality Assurance 
TWRI developed data quality objectives and quality assurance/quality control activities to ensure data 
generated through this project were of known and acceptable quality. 

Subtask 2.1: QAPP Development 
TWRI developed a QAPP for activities in Task 3 consistent with the most recent versions of the U.S. 
Environmental Protection Agency (EPA) Requirements for Quality Assurance Project Plans (QA/R-5) (EPA, 
2001) and the TSSWCB Environmental Data Quality Management Plan (TSSWCB, 2025). All monitoring 
procedures and methods prescribed in the QAPP were consistent with the guidelines detailed in the TCEQ 
Surface Water Quality Monitoring Procedures, Volume 1: Physical and Chemical Monitoring Methods for 
Water, Sediment, and Tissue (RG-415) (TCEQ, 2012) and Volume 2: Methods for Collecting and Analyzing 
Biological Assemblage and Habitat Data (RG-416) (TCEQ, 2014). [Consistency with Title 30, Chapter 25 of 
the Texas Administrative Code, Environmental Testing Laboratory Accreditation and Certification, which 
describes Texas’ approach to implementing the National Environmental Laboratory Accreditation 
Conference (NELAC) standards (TNI, 2016), was required where applicable.] After developing the QAPP, 
TWRI sent draft and final versions to TSSWCB, and a final document was approved. 

Subtask 2.2: QAPP Implementation 
TWRI implemented the approved QAPP. TWRI submitted revisions and amendments of the QAPP to 
TSSWCB when necessary.  



Deer Creek and Pond Creek Final Report 

5 
 

Task 3: Continued Surface Water Quality Monitoring for Deer and Pond 
Creeks 
TWRI collected water quality and quantity data of known and acceptable quality for future waterbody 
assessments. 

Subtask 3.1: Water Quality Monitoring 
TWRI conducted monthly ambient water quality monitoring at four sites for 22 months. Sampling included 
basic field parameters (temperature, pH, dissolved oxygen (DO), specific conductance, and flow where 
conditions allowed) and grab sample collection (analyzed for E. coli). Water samples were delivered to a 
NELAP-accredited laboratory within the appropriate holding time for bacterial analysis. Sampling events 
were documented in QPRs. 

Subtask 3.2: Water Quality Data Submission 
TWRI maintained a database of all collected water quality data from this project. Collected data was 
submitted for inclusion in SWQMIS quarterly. 

Appendix A: Data Summary Report 
TCEQ conducts a water body assessment on a biennial basis to satisfy requirements of the federal Clean 
Water Act (CWA) Sections 305(b) and 303(d). The resulting Texas Integrated Report of Surface Water 
Quality (Texas Integrated Report) describes the status of water bodies throughout the state of Texas. The 
most recent report, the 2024 Texas Integrated Report, includes an assessment of water quality data 
collected from December 1, 2015, to November 30, 2022 (TCEQ, 2024).  

The Texas Integrated Report assesses water bodies at the AU level. An AU is a sub-area of a segment, 
defined as the smallest geographic area of use reported in the assessment (TCEQ, 2024). Water bodies are 
divided into segments, and each segment can be further split into AUs. Each AU is intended to have 
homogeneous chemical, physical, and hydrological characteristics, which allows the assignment of site-
specific standards to the AU (TCEQ, 2022). At least 10 data points within the most recent 7 years of 
available data are required for all water quality parameters except bacteria, which requires a minimum of 
20 samples. 

Two tributaries of the Brazos River, Deer Creek and Pond Creek, are included in the project scope. 
Independent water quality analysis is performed on each unique AU using data from TCEQ monitoring 
stations. Monitoring was conducted at four active monitoring stations, two per watershed. Historical data 
exists prior to 2010, but no routine monitoring occurred after 2010 until TWRI began monitoring in 2020. 
SWQM stations 18644 and 11723 are located along Deer Creek (AU 1242J_01). SWQM stations 22204 and 
16406 are located along Pond Creek (AU 1242F_01) (Figure 1). Field parameters including temperature, 
DO, specific conductance, and pH were collected monthly at each station. This is considered routine 
monitoring because all data and parameters are routinely collected monthly for each site. Each station had 
water grab samples analyzed for E. coli concentrations. Additionally, the instantaneous flow rate was 
measured at both Pond Creek stations. 

Texas Surface Water Quality Standards 
The state establishes water quality standards after approval by the EPA to define a water body’s ability to 
support its designated uses. Designated uses may include aquatic life use (fish, shellfish, and wildlife 
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protection and propagation), primary contact recreation (swimming), public water supply, and fish 
consumption. Water quality indicators for these uses include DO (aquatic life use), E. coli (primary contact 
recreation), pH, temperature, and total dissolved solids (TCEQ, 2022). 

Bacteria 
The risk of illness during contact recreation is evaluated using fecal indicator bacteria concentrations. In 
freshwater environments, E. coli concentrations indicate that associated pathogens from the intestinal 
tracts of warm-blooded animals could reach water bodies and may cause illness in people recreating in 
them. Indicator bacteria can originate from wildlife, domestic livestock, pets, malfunctioning on-site 
sewage facilities, urban and agricultural runoff, sewage system overflows, and direct discharges from 
wastewater treatment facilities. For primary contact recreation, the standard is a geometric mean of ≤126 
MPN of E. coli per 100 mL of water from at least 20 samples (30 TAC § 307.7, 2014).  

As previously mentioned, Deer and Pond creeks are impaired for primary contact recreation due to 
elevated bacteria levels in the 2024 Texas Integrated Report (TCEQ, 2024).  Historical data showed a slight 
decreasing trend in E. coli concentration at Pond Creek and stable E. coli concentrations at Deer Creek 
from 2017 to 2026 (Figure 3). Data collected from this TWRI-led monitoring project indicates all AUs have 
stable bacteria levels above the maximum E. coli geomean criterion for recreational use at 126 MPN/100 
mL (Figure 4).  

 

Figure 3: Historic E. coli concentration at SWQM stations in Deer Creek and Pond Creek. The standard criterion for primary 
contact recreation for E. coli is set at 126 MPN/100mL. 
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Figure 4: Bacteria concentrations at SWQM stations in Deer Creek and Pond Creek. The standard criterion for primary contact 
recreation for E. coli is set at 126 MPN/100mL. 

Dissolved Oxygen 
Dissolved oxygen determines a water body’s aquatic life uses. Aquatic life uses indicate whether a water 
body can support and maintain a healthy aquatic ecosystem. If DO levels drop too low, fish and other 
aquatic species will not survive. Typically, DO will fluctuate throughout the day, with the highest levels 
occurring in the mid to late afternoon due to photosynthesis. DO levels are usually at their lowest just 
before dawn, as both plants and animals in the water consume oxygen through respiration. Furthermore, 
seasonal fluctuations in DO are common because of decreased oxygen solubility in water as temperature 
increases; therefore, DO levels are typically lower during the summer and higher in the winter months. 
While DO fluctuates naturally, human activities can also cause abnormally low DO levels. Excessive organic 
matter (vegetative material, untreated wastewater, etc.) can result in depressed DO levels as bacteria 
break down the materials and consume oxygen. Excessive nutrients from fertilizers and manures can also 
depress DO as aquatic plants and algae growth increase in response. More respiration from plants and the 
decay of organic matter as plants die off can also decrease DO concentrations.  

In the 2024 Texas Integrated Report (TCEQ, 2024), both Deer Creek (AU 1242J_01) and Pond Creek (AU 
1242F_01) fully support the screening level DO criterion of 5 mg/L and 3 mg/L, respectively. Historical DO 
data for these tributaries indicate otherwise healthy conditions with the vast majority of samples being 
significantly above all screening criteria despite exceedances (Figure 5). Figure 6 and Figure 7 show data 
collected by TWRI during this project. The project data agree with historic data showing the creeks 
generally have normal levels of DO above the screening criterion for each creek. However, DO levels for 
Deer Creek (AU 1242J_01) dropped below the screening criterion in August 2024 and April 2025, and 
below the minimum criterion in September 2024 (Table 2 and Table 4). Despite these few low values, the 
DO concentration suggests a potentially healthy aquatic ecosystem throughout the TWRI-led monitoring 
project and beyond. 
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Figure 5: Historic DO concentrations at SWQM stations in Deer Creek and Pond Creek. The creeks fully support the DO screening 
criterion of 5 mg/L. 

 

Figure 6: DO Concentrations at SWQM stations in Deer Creek. DO screening criterion for this creek is 5 mg/L, and there are no 
listed concerns for DO. 
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Figure 7: DO concentrations at SWQM stations in Pond Creek. DO screening criterion for this creek is 3 mg/L, and there are no 
listed concerns for DO. 

Flow  
Generally, streamflow (the amount of water flowing in a river/creek at a given time) is dynamic and always 
changing in response to both natural (e.g., precipitation events) and anthropogenic (e.g. changes in land 
cover) factors. From a water quality perspective, streamflow is important because it influences the ability 
of a water body to assimilate pollutants. 

Flow data is useful in creating flow duration curves (FDC) and load duration curves (LDC). The LDC method 
is widely used to characterize water quality data across different flow conditions in a watershed. An LDC 
provides a visual display of streamflow, load capacity, and water quality exceedance by overlaying bacteria 
paired with the flow data used to develop a FDC.   

Historical flow measurements show exceedingly high flow in 2020 and 2025 at both Pond Creek stations 
(Figure 8). Extremely elevated flow in Deer and Pond creeks likely influences bacteria levels. For water 
quality data collected over the course of the TWRI-led project, instantaneous flow was collected at SWQM 
sites 16406 and 22204 (Figure 9). This recent flow data is consistent with historical data at Pond Creek. 
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Figure 8:  Historic instantaneous flow at SWQM stations in Deer Creek and Pond Creek. 

 

Figure 9: Instantaneous flow values measured in cubic feet per second (cfs) at each project SWQM station in Pond Creek. 

Appendix B: Monitoring Data 
Deer Creek  
Perennial stream from the confluence of the Brazos River upstream to the confluence of Dog Branch 
northwest of Lott. 
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Station 18644  
Deer Creek at US 77. 

Table 1. Sample event data for routine data collection at Station 18644 along Deer Creek. 

Tag ID Date Time End Depth Collecting Agency Submitting Agency 

TX103719 6/18/2024 10:11 0.3 WR (Texas Water 
Resources Institute) 

TX (Texas State Soil and 
Water Conservation Board) 

TX103724 7/9/2024 11:58 0.3 WR TX 
TX103728 8/12/2024 11:36 0.3 WR TX 
TX103732 9/4/2024 12:06 0.2 WR TX 
TX103736 10/7/2024 11:30 0.0 WR TX 
TX103764 7/17/2025 12:07 0.17 WR TX 
TX103768 8/11/2025 12:10 0.3 WR TX 
TX103771 9/11/2025 10:01 0.3 WR TX 
TX103776 10/16/2025 11:00 0.21 WR TX 
TX103779 11/10/2025 10:17 0.27 WR TX 
TX103783 12/9/2025 9:55 0.3 WR TX 
TX103788 1/8/2026 11:52 0.07 WR TX 
TX103791 2/3/2026 10:08 0.12 WR TX 
TX103796 3/5/2026 12:05 0.1 WR TX 

 

Table 2. Field measurements for Station 18644 at Deer Creek. Red cells indicate measurements over criterion.  

Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 

Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 

(µS/cm) 
pH 

Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/
100mL) 

Days Since 
Last 

Precipitatio
n Event 

6/18/2024 27.242 

 

604.0 7.92 0.13 7.63 214 6 
7/9/2024 27.908 667.0 7.87 0.8 8.09 16.9 19 

8/12/2024 30.31 585.0 7.52 0.44 4.45 21.1 18 
9/4/2024 26.954 

 
768.0 7.33 0.12 2.44 185 <1 

10/7/2024 - - - - - - 13 
7/17/2025 28.868 473.6 8.02 0.1 8.02 248 2 
8/11/2025 31.718 640.0 7.41 0.35 8.88 16.9 7 
9/11/2025 23.8 969.0 7.24 0.33 6.83 3.1 <1 

10/16/2025 19.676 865.0 7.94 0.81 6.94 2 23 
11/10/2025 13.497 987.0 7.48 0.6 9.74 161 9 
12/9/2025 7.491 654.0 8.05 0.46 11.91 29.8 18 
1/8/2026 17.763 664.0 8.01 0.5 9.52 77.6 48 
2/3/2026 9.632 690.0 8.11 0.22 11.29 365 5 
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Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 

Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 

(µS/cm) 
pH 

Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/
100mL) 

Days Since 
Last 

Precipitatio
n Event 

3/5/2026 22.158 620.0 7.99 0.13 8.25 76.3 6 
 

Station 11723 
Deer Creek at SH 320. 

Table 3. Sample event data for routine data collection at Station 11723 along Deer Creek. 

Tag ID Date Time End Depth Collecting Agency Submitting Agency 
TX103718 6/18/2024 9:22 0.3 WR TX 
TX103725 7/9/2024 12:20 0.07 WR TX 
TX103729 8/12/2024 12:05 0.15 WR TX 
TX103733 9/4/2024 12:41 0.06 WR TX 
TX103737 10/7/2024 12:06 0.05 WR TX 
TX103738 11/4/2024 9:27 0.07 WR TX 
TX103741 12/3/2024 9:32 0.05 WR TX 
TX103744 1/6/2025 9:51 0.09 WR TX 
TX103747 2/4/2025 9:06 0.05 WR TX 
TX103750 3/20/2025 9:33 0.04 WR TX 
TX103753 4/22/2025 9:48 0.04 WR TX 
TX103758 5/13/2025 12:26 0.06 WR TX 
TX103761 6/24/2025 13:05 0.3 WR TX 
TX103765 7/17/2025 12:34 0.3 WR TX 
TX103769 8/11/2025 12:29 0.06 WR TX 
TX103770 9/11/2025 9:27 0.04 WR TX 
TX103777 10/16/2025 11:22 0.07 WR TX 
TX103778 11/10/2025 9:52 0.1 WR TX 
TX103782 12/9/2025 9:33 0.08 WR TX 
TX103789 1/8/2026 12:11 0.06 WR TX 
TX103790 2/3/2026 9:44 0.1 WR TX 
TX103797 3/5/2026 12:27 0.08 WR TX 

 

Table 4. Field measurements for Station 11723 at Deer Creek. Red cells indicate measurements over criterion.  

Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 
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Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 
(microS/cm) 

pH 
Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/ 
100mL) 

Days Since 
Last 

Precipitatio
n Event 

6/18/2024 28.926 642.0 7.65 0.14 6.94 138 6 
7/9/2024 29.845 812.0 7.84 0.3 8.83 33.6 19 

8/12/2024 31.053 673.0 7.93 0.25 7.41 142 18 
9/4/2024 27.754 829.0 7.92 0.12 7.88 125 2 

10/7/2024 29.549 813.0 8.29 0.37 10.05 7.5 13 
11/4/2024 23.085 891.0 7.78 0.45 8.04 29.5 <1 
12/3/2024 9.87 990.0 7.9 0.4 12.89 125 15 
1/6/2025 9.143 1116.0 7.37 0.89 11.91 411 3 
2/4/2025 18.005 630.0 7.55 0.05 7.53 649 5 

3/20/2025 15.75 757.05 7.95 0.55 8.63 276 5 
4/22/2025 23.561 849.0 7.64 0.21  4.59 687 2 
5/13/2025 25.434 530.0 8.26 0.09 10.97 273 3 
6/24/2025 32.533 530.0 7.94 0.08 8.02 23.1 9 
7/17/2025 31.682 456.3 8.45 0.3 11.49 172 2 
8/11/2025 33.067 725.0 7.78 0.2 8.91 86.2 7 
9/11/2025 23.995 941.0 7.64 0.1 6.18 199 <1 

10/16/2025 24.322 931.0 8.05 0.11 10.73 365 23 
11/10/2025 13.761 725.0 7.85 0.2 11.01 144 9 
12/9/2025 7.336 731.0 7.92 0.67 12.62 291 18 
1/8/2026 18.929 834.0 7.97 0.55 10.17 248 48 
2/3/2026 12.033 667.0 7.81 0.2 9.89 387 5 
3/5/2026 23.219 693.0 7.99 0.51 10.3 56.5 6 

Pond Creek  
From the Brazos confluence upstream to Live Oak Creek confluence. 

Station 22204 
Pond Creek upstream of SH 53 Bridge 2.7 Kilometers West of the City of Rosebud. 

Table 5. Sample event data for routine data collection at Station 22204 along Pond Creek. 

Tag ID Date Time End Depth Collecting Agency Submitting Agency 
TX103720 6/18/2024 11:35 0.3 WR TX 
TX103723 7/9/2024 11:15 0.3 WR TX 
TX103727 8/12/2024 10:58 0.3 WR TX 
TX103731 9/4/2024 11:22 0.3 WR TX 
TX103735 10/7/2024 11:06 0.3 WR TX 
TX103739 11/4/2024 10:27 0.26 WR TX 
TX103742 12/3/2024 10:15 0.3 WR TX 
TX103745 1/6/2025 10:29 0.22 WR TX 
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Tag ID Date Time End Depth Collecting Agency Submitting Agency 
TX103749 2/4/2025 13:21 0.3 WR TX 
TX103751 3/20/2025 10:22 0.26 WR TX 
TX103754 4/22/2025 10:30 0.23 WR TX 
TX103757 5/13/2025 11:36 0.3 WR TX 
TX103760 6/24/2025 12:09 0.3 WR TX 
TX103763 7/17/2025 11:35 0.3 WR TX 
TX103767 8/11/2025 11:38 0.3 WR TX 
TX103772 9/11/2025 11:22 0.3 WR TX 
TX103775 10/16/2025 10:28 0.25 WR TX 
TX103780 11/10/2025 11:28 0.3 WR TX 
TX103784 12/9/2025 11:16 0.3 WR TX 
TX103787 1/8/2026 11:20 0.3 WR TX 
TX103792 2/3/2026 11:16 0.3 WR TX 
TX103795 3/5/2026 11:31 0.3 WR TX 

 

Table 6. Field measurement for Station 22204 at Pond Creek. Red cells indicate measurements over criterion.  

Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 

Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 
(microS/cm) 

pH 
Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/ 
100mL) 

Days Since 
Last 

Precipitatio
n Event 

6/18/2024 28.953 788.0 8.06 0.15 10.01 45.7 6 
7/9/2024 28.35 1450.0 7.75 0.08 6.77 3 19 

8/12/2024 30.773 1243.0 7.74 0.15 5.99 4.1 8 
9/4/2024 27.492 1488.0 7.91 0.12 6.24 30.9 <1 

10/7/2024 25.35 1816.0 7.84 0.17 6.22 12 13 
11/4/2024 23.306 2087.0 7.92 0.16 7.0 23.1 <1 
12/3/2024 11.402 1472.0 8.07 0.24 9.37 10.9 9 
1/6/2025 9.049 1724.0 8.06 0.15 10.18 109 7 
2/4/2025 18.73 601.0 8.13 0.07 8.88 1550 5 

3/20/2025 15.54 723.37 8.21 0.06 10.29 83.6 5 
4/22/2025 23.59 560.0 8.62 0.1 12.25 49.5 2 
5/13/2025 23.214 579.0 7.97 0.09 9.0 461 3 
6/24/2025 29.959 1048.0 7.82 0.21 6.49 21.1 9 
7/17/2025 28.647 656.0 7.69 0.07 6.84 411 4 
8/11/2025 31.445 1434.0 7.71 0.2 8.64 5.2 7 
9/11/2025 26.845 976.0 7.91 0.08 7.78 52.9 11 

10/16/2025 22.756 1525.0 7.74 0.1 6.1 21.1 23 
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Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 

Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 
(microS/cm) 

pH 
Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/ 
100mL) 

Days Since 
Last 

Precipitatio
n Event 

11/10/2025 15.453 627.0 7.96 0.05 9.3 2420 8 
12/9/2025 11.245 783.0 7.91 0.12 9.98 214 18 
1/8/2026 17.294 1247.0 7.76 0.09 7.42 142 48 
2/3/2026 9.286 890.0 7.81 0.08 11.39 921 10 
3/5/2026 22.232 1181.0 7.85 0.09 8.42 687 19 

 

Station 16406 
Pond Creek at FM 2027 4.0 Kilometers South of Baileyville. 

Table 7. Sample event data for routine data collection at Station 16406 along Pond Creek. 

Tag ID Date Time End Depth Collecting Agency Submitting Agency 
TX103721 6/18/2024 12:58 0.3 WR TX 
TX103722 7/9/2024 10:05 0.3 WR TX 
TX103726 8/12/2024 10:22 0.3 WR TX 
TX103730 9/4/2024 10:34 0.3 WR TX 
TX103734 10/7/2024 10:23 0.26 WR TX 
TX103740 11/4/2024 12:03 0.29 WR TX 
TX103743 12/3/2024 11:36 0.26 WR TX 
TX103746 1/6/2025 12:02 0.29 WR TX 
TX103748 2/4/2025 12:05 0.3 WR TX 
TX103752 3/20/2025 11:35 0.17 WR TX 
TX103755 4/22/2025 11:36 0.15 WR TX 
TX103756 5/13/2025 10:23 0.3 WR TX 
TX103759 6/24/2025 10:54 0.3 WR TX 
TX103762 7/17/2025 10:23 0.3 WR TX 
TX103766 8/11/2025 10:22 0.3 WR TX 
TX103773 9/11/2025 12:50 0.09 WR TX 
TX103774 10/16/2025 9:54 0.28 WR TX 
TX103781 11/10/2025 12:40 0.3 WR TX 
TX103785 12/9/2025 12:22 0.3 WR TX 
TX103786 1/8/2026 10:09 0.3 WR TX 
TX103793 2/3/2026 12:18 0.3 WR TX 
TX103794 3/5/2026 10:06 0.3 WR TX 

 

Table 8. Field measurements for Station 16406 at Pond Creek. Red cells indicate measurements over criterion. 
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Parameter 
Code 

00010 00094 00400 00078 00300 31699 72053 

Date 
Water 

Temperature 
(Celsius) 

Specific 
Conductance 
(microS/cm) 

pH 
Secchi 
Depth 

(m) 

Dissolved 
Oxygen 
(mg/L) 

E. coli 
(MPN/ 
100mL) 

Days Since 
Last 

Precipitatio
n Event 

6/18/2024 32.527 549.0 8.72 0.22 12.88 27.5 6 
7/9/2024 28.207 998.0 7.76 0.3 7.17 770 19 

8/12/2024 30.935 726.0 7.82 0.75 7.68 48 4 
9/4/2024 27.645 1131.0 7.8 0.47 6.87 185 <1 

10/7/2024 23.309 1444.0 7.58 0.74 7.96 83.6 21 
11/4/2024 24.257 1596.0 8.0 1.04 9.77 194 <1 
12/3/2024 9.182 1773.0 7.88 1.03 13.04 51.2 8 
1/6/2025 9.63 1515.0 7.93 0.86 10.65 152 1 
2/4/2025 17.583 885.0 8.05 0.14 9.77 435 5 

3/20/2025 18.26 840.73 8.53 0.7 12.96 23.1 <1 
4/22/2025 24.942 1081.0 7.95 1.01 12.1 28.2 2 
5/13/2025 24.395 511.0 8.19 0.1 8.55 435 4 
6/24/2025 31.719 713.0 8.15 0.15 9.07 71.7 8 
7/17/2025 30.399 453.2 8.09 0.09 8.37 145 3 
8/11/2025 31.019 723.0 7.92 0.3 7.83 98.8 7 
9/11/2025 28.988 762.0 8.4 0.35 12.2 185 11 

10/16/2025 21.034 1075.0 7.71 0.15 5.86 326 23 
11/10/2025 14.054 645.0 8.19 0.1 10.94 649 8 
12/9/2026 9.901 654.0 7.91 0.32 11.33 1300 18 

1/8/2026 17.084 875.0 7.38 0.24 7.5 980 48 
2/3/2026 9.506 827.0 7.88 0.15 11.32 687 10 
3/5/2026 21.913 968.0 7.57 0.28 8.12 44.1 19 

 

Data Conclusions 
TWRI worked diligently to complete all project tasks and turn in deliverables on time to TSSWCB through 
the project period. As a result, more water quality data was collected for the watersheds and made 
accessible for future planning within the Deer Creek and Pond Creek watersheds. The additional 22 
monthly ambient water quality data samples for each creek fill data gaps, enabling future water quality 
assessments and watershed analysis such as the Deer and Pond Creek Watershed Protection Planning 
Process (TSSWCB project #25-03) initiated December 2025. This data will be a useful tool for stakeholders 
to determine a path forward for improving the water quality in the watersheds.  

This project and similar projects allow progress towards restoring water quality in Texas. The need for such 
projects statewide in the future is crucial for continued success. 
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